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PHOTOELASTIC AHAﬁYSIS OF THREE-DIMENSIONAL
STRESS SYSTEMS USING SCATTERED LIGHT

By R. Weller and J. K. Bussey
SUMMARY

A method has been developed for making photoelastic.
analyses -of three~dimensional stress systems by utilizing
the polarization phenomens associated with the scattering
of light. By this method, the maximum shear and the di-
rectiqns of the three princivnal stresses at any point
within & model can be determined, and the two prncT_El

stresses at a free-bounding surface can pe separately eval—- '

uated. ~ Polarjzed light is projected into the model through
a slit so that it illuminates a plane section. The 1light
is continuvously analyzed along its path by scattering and

the state of stress in the illuminated section is obtalned.

By means of a series of such sections, the entire stress
field may be explored. The method was used to analyze the
stress system.of a simple beam in bending. The results
were found to be in g00d azreement with those expected from ~
elementary theory.

INTRODUCTION

A new method for the photoelastic anglyasis of three-
dimensional (spatial) stress systems was reported in de-
tall at the EBastern Photoelastic Conference at Cornell
University in May 1939. A brief description of the method
is outlined in reference 1, Following the announcement of
the method, the N.A4.C.A. constructed a simple polariscope
suitable for preliminary work and began the study of the
application of the method to aircraft structures, power
rlants, and other related problems. L

Several investigators have attempted to develop a
truly three~dimensional method of photoelastic analysis.
With the excevtion of the fixation method reported in ref-
erence 2, these attempts have lacked gensral usefulness.
In the present paper, the basic principles underlying the
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proposed turee—~dimensional metkhod are discussed and a con-—
crete examwle is worikxed out to show 1ts application.

THE PEOTOELASTIC MBTHOD

The vhotoelastic method (references %, 4, and 5) isg
baged on the fact that many materials, notadly certaln
plaostles, become doubly refractive (birefrinzent) when sub-
jected to stress. The amount of thls birefringence may be
studied with a polariscope and the characteristics of the
streses svetem odbtained. A model of a machine part or of &
structural vart may therefore be made from such a material
end subjected tv—am Anpropriate loading system; and the
stats of stress within it can then be determined. If the
materials from which the model and its preototype ATe made
possess- similar (vroportiocnal) elastic properties, the
stress aystems wlll. coincide in directiorn and be propor-
tional in magnitude provided that the deflections are such
that the geometry remaing substantially undisturbed.

It-has been commén in the past to study stresses in
this manner, but such study has been limited in practice
to plane stress systems. Fodels were cut from plates and
loaded in a single vlane, - Many pFobleme have been solved
in this manner and valuable data obtalned.

Models have been made from glass, celluloid, gelatin,
Bakelite, Marblette, and rubber, but the material known as
Bnkelite BT-61~893% has been Zeherally accepted as the most
suitable for a wide variety of tests. It remains linearly
elagtic over a wide strrss range (0 te 6,000 1b, per sq.ln,
its elastic modulus is not too low (600,003 1b. per =sq.in.)
and . its stress-ovtical coefficient is hizh (85 1b. per sq.
in. per fringe for green lizht). A discussion of the prop-
erties of photoelastic materials is £iven in reference 6,

),

SPATIAL PHOTOELASTIC ANALYSIS

The theoryv of photoelastic analwsis as apnlied to
three-dimensioral stress systems will now be considered in
some detmil. The difficulty in three—dimensional photo-
elastic analysis: by caonventional methods has been thet,
when a heam of light nasses tarougzh a transyarent model in
which a svpatial atress system existe, the relative retarda-
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tion observed bpetween the componentes of the emergent. beam
is an integrated effect along the total path %raversed :
No mesans havd hitherto been available for conveniently dis-~
covering the way in which the relative-rétardation takes
place along the path.

When light is scattered within a material medium at
right angles to the incident beam, the ‘scattered light
(reference 7) is pléne polarized. This scattering proper-
ty may be used either as the polarizer or the analyzer in
& polariscope. In Bakelite, this phenomenon ig perha
due to the micelles ‘discussed by Hetényi (reference 2?

In the 1nvesti?ation of the variation in the effect
of the birefringence on a light beam as it passes through

a model, a source of polarized light within the model capa-umi”

bie of motlon from point to point might be desirable. Im
order to produce such a source, an unvolarized beam may be
projected into the model and the scattered lLizht may be
viewed from a dirsction 90° to the beam. This arrangement
may most conveniently be set up by collimating the beam
with a lens and subsequently passing it through a slit,
say one—eighth of an inch wide and as long as desired.
When this beam is passed through the model, it illuminates
a plane section. Viewed along any path’ norde‘to the 1l1Ivu--
minated section, the light appears plane’ polarized. If %he
model is now loaded and an éxternal analyzer employed, the
birefringence of the material between the illuminated gsec-—
tion and the analyzer will produce laterference ‘effects

that vary when either the model or the incident beam is
roved avout. If a section is illuminated at the surface
near the observer and moved away from him, the space ratse
of formation of fringes, d4N/ds, is a measure of the bi-
refringence in successive planes normal %o the observation
direction. Here N is the number of cycles of interfer-
ence cobserved 'along the path and s is the path variadle.

Cwing to the comblications involved in accurately meas- -

uring the movement of the light beam, another method of
surveying the model..is recommended.  Let = plane polarized
beam Be projected into the model through a slit as previ-
‘ously described. The scattering process in the model then
acts as the analyzer rather than as the polariger and no
external analyzer is reguired. The value of dN/ds is
now a measure of the birefringence in successive ﬁIanes
normal to the incident l1icht beam. :

The relations between the birefringence and the stresses
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et any voint in a loaded nmodel may be congidered as follows.
When & matsrial (suchk as Bakelite) becomes optically aniso~
tropic, its optical properties &t & given point may be con-
veniently described in terme of three princivpal indices of
refraction, =n;, np, and ny;. These lndices always lie at
right angles to each other in snace. If the optical anl-
satropy is due to sBtress, the thrée principal indices willl
lie in the direction of the three principal stresses (Si,
Sz, and Sz ). Furthermore, the departures of the three
indices mn,, np, and nz " from the unstressed valwe n,

are proportional to Sy, S,, and 53; that is,

E(ng = ny) = 8§,
K(no_; ng) = SE
K(no - Nz o= Ss

where X 1g a constant charascteriastic of the material.
In another form : : :

S, - Sa

K(na ~'n1) =
E(ng - ng) = Sg ~ S
Z{n, - ng) = S; ~ 8§,

If 8, < 83 < Sz, trhe nmaxizum sghear is given by

Tm&x = (nl - ns)

ralbe

The maximum shear at a point may then be fornd by measguring
ny - nz at the point, provided that X .is known.

If a beam of volarized light passes through the point
in question along the direction .of Sz and 1s polariszed
at 45% to 8§, and S5, the relative veloclty of its com-
nonents will depend on the ratio.of n,; to Do Relative

retardation will take vlace betwesn the components at a
rate g2iven by. : . )

dR = (n, = ns}_ds

or, expressing the relative retardation in wave lengths,
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%g = % (ny - ng) = éﬁ (s; - Sl) = % (S3 - Sl)

where A is the. wave length in air of the light used, N

is the amount of the relative retardation in wave lengths
(cycles of interference), and C is another constant called
the stress-~optical coefficient of the material. Inasmuch

as it is proposed to analyze the light continuwously along
its path by scattering, a fringe will appear sach time the
relative retardation equnls a whole numdber of wave longths;
that is, when

R = NA (N =1, 2, 3, « « . m)

If the direction of S, is unknown, the heam of light may

be passed through the point in various directions until
dW/ds is a maximum; that is, until the fringes appear most
closely spaced. The light beam is then traveling along the
direction of Sa. If it is assumed that the stresses re—

main sensibly constant over a small increment of light path
the formula may be written as

If the increment is such that AN = 1, then As 1ie the
fringe spacing and hence measurement of As determines
(Sgy = S1).. If As is referred to as &, then

Y

S3 - S1 =3

Certain phases of the fringe formation process will
now be considered. The scattered light is considered %o
be due to the vibration of sudbmicroscopic particles in the
scattering medium. These particles vibrate in the direc-
tion of the slectric vector of the incident beam of light.
In birefringent material, such a particle vibrates under
the influence of each of the two components into which the
lizht divides. Light being a transverse wave motion, only
the component of vibration normal to the direction of ob-
servation yields visible light. Hence, the vidbrating par-
ticle should be viewed from a direction such that both
light components take part in forcing the vibration. Inter-
ference betwsen componsents will then be visible., If the
1ight beam travels along S; and the observer looks along
8y or Sz, no interference effects will be visible but,
if the observer looks along a direction 45° to S, and

S,, fringes with maximum visibility wlll be seen., The po-
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sitlions of minimum fringe inteunslity give the directions of
s ' -
x, and BSgx.

As a gimple exumple of this procedure, counsider ithe
case of a tension member of rectangular cross sectlon.
Let a beam of Light Pe collimated, plane v»olarized, snd
projected into such a model through a slit. Let the slit
lie parallel %o the stress direction sc that the illuminat-
ed section is & lonzitudinal one throuzh the piece. Let
the light be volarized in = direction at 45° to the direc-
tion of the stress, iIf the model is observed. from a di:ecf
tion elther parallel tc or normal to the direction of polar-
ization and at 20° to the incident 1igat diresction, frinzgoes
will appear which are equally snacsed. Hence d¥/ds is a
constant, and therefore the birefrinsence 1s constant alonsg
the light paths. The result then indicates that the stress
in the model is constant over the cross sectinn, Such a
fringe pattern le shown in fisgure 1. 4 vector dlagram of
the light components-is shown in figure 2. Thls diagran
refers to the voint at which ligsht enters the model and be-
fore relative retardation has takxen mlace between its com-
ponents. Obsgervation aleng 4 corregponds to the case in
the plare-stress polariscope in whicgh the polarizing units
ere sot for a dark field and, along BB, to the case of a
light field.

Tra principal stressos at o free boundary may ve indi-
vidually measured since the stress nmerpendicular to such a
boundary vanishes and the other two stresses lie in the
tangent plane. If the direction aof +the 1i£ht 1s made par-
allel to this tangent planses, the model may dbe rotated about
a2 moint 1n ths tangent vplane until the maximum and the min-
lnum fringe swacinge are abtaincd. Thesce svacings will
4ive the separate principal stress valuss.

APPARAYYS

The arparatus emnloyed for this study included & po-
lariscope head containing a light source, condensing
lonses, a filter, a polarizing plate, and a slit. Advove
the head was nlaced a glass tank £illed with a sultadle
liquid -in which. the models weie immersed. A cnmera was
provided for photographic recording. The arrangement of
these elements is shown in figures * to 5. -

The light source for these studies must be intsesncse
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and a type H-6 Westinghouse 1,000-watt mercury arc lamp of
the water-jacketed variety was obhitained. This lamp has

- been very satisfactory as regards intensity. Its spectrum,
however, contains many more lines than the ordinary mercury
arc and apparently hasg a fairly intense continuous bvack-
ground, so that difficulty was experienced at first in ob-
taining a _moncchromatic bearm. Such a beam is highly de~
sirable to prevent overlapping of various colors at high
orders of interference. The combination of a Wratten No.
77 filter with a Wratten 3 filter seemed best for vphoto-_
araphic recording and the Wratten No. 77 alone for visgunal
observation. The vroblem 1s further complicated by the
variation in monochromatic scattering power for Bakelite,

which is apparently strongest in the blue region, as would

be expected. The lamp requires a separate transformer op-
erating on 110 volts alternating current and a water sun—
vly of about 1 gallon vper minute. Provision for automatlc
shut-off of the power supply in the event of water-supply
failure was not mrovided, althoush the automatic feature
ig very desirabdle. )

Two condensing lenses 6.5 incHes in' diameter served to
collimate the light beam, the lamp being placed at the fo-
cal voint of the combination. The anproximate speed of the'
condensing~lens system was <f:0,83.

The polarizZer employed was a sheet of type I Polaroid.
No quarter~wave plate was used during the tests to be de-’
scribed, but one may occasionally be necessary to project
circularly or elliptically polarized light into the model.

The slit was approximately one-tenth inch wide and
egual in length to the diameter of the collimated béam.
Haturally, the intensity of the fringes and the speed of
photographle recording vary dilrectly with the slit width.
The width used resulted in fringes easily visidle in day-
light. The exposures wers of the order of 1 minute with
the filter combination mentioned and a high-speed film.
On the other hand, the slit width effectively determines
the Zage length over which the measurements are madep
hence, it should be as narrow as possible consistent with
setisfactory visibility and photographic exposure. 'Good_
visibility was obtained with the slit width greatly reduced,
probadly to a2bout 0,01 inch.

In order to avoid refraction at model surfaces, the
rodel nmust be immersed in a clear liguid having the same
refractive index (n = 1.,57) as Bakelite. A mixture of
the following proportions (by volume)
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Halowax oil No, 1070 (n =.1.8%) .... 66 percent
Olear mineral oil (n = 1.43) ....... 34 vorcont

vas found to zive the correct refractive index., This 1lilq-

uid was contained in a zlass—wnll tonk 8 inchee dy 8 inchos

by 5 inches dsep, made of plate glags united with Sauer- . _
eisen cement.

EXPIERIMENTAL PROCEDURE s .

A beam in uniform bernding was selected as an example
of the method. The streacses under a g£ilven locadling were
nhotoelastically measured and were subsequently checked dy
calculation according to the elementary theory. Iwo beams
wero cut from a block of Bakelite BT-61-892 ¥o annce¢aling —
was attempted. The models wore .75 inch bv .75 Inech in
cross section and were 6 .irches in lenmgtha. Taer were loed-
ed in a small fixture constructwd for the vurvoss. TFilgures .
6 and 7 show a beam in place. Loads werc found by measur- )
ing the deflection of ‘the spring contained in the fixture.

One beam was cut from the Bakelite Bblock alonz an
edge exposed durins the Yeuring" mrocess. This beam showed
the pDrominent initial stress vattern seen in figure 8(&); _ o
In figures 8(b) and 8(c) are shown tle fringe watteorns in
this beam due to one-half load and full load in bending.
It will be noted that the distorticn of tae pattern from
symmetry about the neutral axis decrsascos with increasing
load, that is, the relative influence of the initizl stress-
es docreases. : - .

Fizure 39 shows the hendizng wnattern of the szecond bean,
which was cut from the parent material in such a way as to
ba well removed from vrevicusly exnosed surfaces. This
nattern ghows satisfactory svmmetry and was taken as the
basis for comvarison witi tlheory. Tadle I shors the valuos
obtained. The vrocedure in abtaining the data was as fol-
lows: The nezative of figure 9 wasg placed on the stage of
A micrometer comvarator and traverses were made along a _
vertical line at the center of the veam. Positions of the
dark fringes are recorded in the Tirst column of tadble I.
Inasmuch ag the image on the negutive was reduced in elzo
as compared with the besam itgself, the readings were multi- .
plied by a fooctor (1.93) after subtraction from the initial
reading as shown in the second column. The sccond colunmn
then gives the digplacement of the fringes from the ecdge of g
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the beam throush which the light ontered. The stress value
obtained from the spacinz between a given pair of fringes
wAas assumed to correspond to a point midway between them.
The third column gives the location of these points. The
actual spacing of the fringes is shown in the fourth col-
umn . In the last column are recorded the stresses obtained
by dividing the fringe value of 85 pounds per square inch
per fringe by the spacing.

The neutral axis of the beam (center line of the model)
represents a barrier across which fringe-spacing measure-
ments cannot be made. Such a measurement would give the
spacing of a fringe with resvect to itself and such a meas-
urement has no meaning. The spacing across a reglon in

which a reversal from tension to compression, or vice versa,

tnkes place bears no relation to the stress but depoendg
rather on the relative nhase of the lignt ‘comnonents as
they cross the neutral section. Only when this phase dif-
ference is accidentally zero, will the measurement be sig-
nificeant in ternms of stress. - -

The values from table I are plotted ian figure 10.
Inasmuch as this tyve of stress distridution is a straight
line %0 a Z00d approximation, such a line was drawn through
the points. OCalculation using the applied load of 350
pounds and moment arms of 1.37 inches gives :

where O 1s the maximum stress in the beam, M 1is the
‘bending moment on the beam, and Z is the section modulus
of the beam. This value compares with the value of 3,600
vounds per square inch Ziven by the intersection of” Ehe
Plotted value line with the model edges. The dlscrepanQY"
here 1s 5.5 percent of the computed value. The average
deviation of the 51gn111cant Doints from the curve is 4
percent. -

As some of the equipment used was incapable of precise
measurement, the result is considered gcod agreement.
Sources of error may have been:

(1) Error in model dimensions.

(2) EBrror in spring calibration.

(%) ZError in gspring—~deflection measurement.
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(4) ZError in measuring rcller paositions on beam.
(5)  Friction in loading fixture.

(6) Error due to deflection of beam.

(?) Errors due to photographic distortion.

(8) ZErrors in centering fringe line in mlcrometer
commarator. - -

(9) Error due to wroxinity of load vointa.
(10) ZError due to strains in tank bottom.
(L1) ZError due to straing in Polarocid dlsk.

(12) ZError due to lack of perfectly monochromatic
light.

(13) Initial ontical anisotropy in the model.

.(14) Error in frinze value for Bakellte due to tem-
peratura. :

It 1s probable that items (3), (4), (5), (8), (9},
and (13) contributed the larzer part of the final ervor.
An exzception isg, the uncertainty in the reading of tue po-
gsition of the first friage with resvect to thae model eige.
This value was rejected as beirg aceccuntod for by items
(103}, (11), aad (13), ovut chieofly by (10). It.is gdviga-
ble to aporoach a bourding surface from within and to re-
duce the effect of these iteme Tty plotting a curve such’
as has been done here. Items (19) and (11) can affect on-
ly the position of the first frinjey

In general, 1t may be said taat tire errors listed in
iters (1) throuzh (9) are not characteristic of this meth-
ocd of stress analyesls ard may be controlled by well-known
methods, ZErrors due to (10}, (11), and (12) can be elim-
inated without difficuliy by the use of well-deslzned
equipment. Item (1%) is controlladle by suitadle cholco
of model material; Ly careful macaining; and by testing
the modsel socon after cutting; or, when such testing lg¢ in-
convenient, by measurins the initial conditions without
load and sudbtracting the result from laoter reodings. The
varlabion due to item (14) is small because of the manu-
facturer's care in processing (reference 6).

r
il
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An gdditional possidble source of error.is due to the
assunption that the stress computed by theée spacing of. ﬁWO
adjacent fringes exists at & voint midway between them. )
This assumption is more nearly true as the spacing of
fringes becomes more uniform with high loads. In the pres—
ent example, the dsparture of the representative point _
from the midway vosition could have been computed, butbt com—
- putation is generally impossible. Here, as in plane pho-
toelastic aralysis, a high fringe order is conduclve to
precise results. ' : oo '

As an example of the usefulness of the method in a
slightly more complex problem, the variation in the sFress
pattern due %o a vertical hole through the center of a
beam is presented. A hole of 5/1S-inch diameter was .
drilled through the center of the veam previously analyszed.
Figures 11 and 12 show the stress patterns in the central
plane and in the face of the beam, respectively.

The disturbance in the fringe patbtern at the load
points was insignificant for both beams tested. This re-
sult is in contrast to the prominent effects obtained in
the usuval plane-gtress pattern. In the three—dimensionai
nmethod, the components of stress that l1ie in horizontal i
planes are effective and no vertical stress components in-
fluence the fringe positions. If the model had been il— s
luninated by a horizontal beam, the resulting fringes
would have indicated the effect of the concentrations wvery
prominently. The operator must not expect to see the _
types of fringe patterns that have come to be assocliated
with photoelastic methods in the past bechuse the present
rrocedure involves a new type of stress—optical bohavlor.

CONSLUDIEG REMARKS

The forezoing results indicate that the method devel-
oped for three~dimensional photoelastic stress analysls
is sound, that the apparatus described is suitable for a
wide variety of stress investigations, and that the exper-
imental techniques smployed yielded satisfactory results.
This method aprvears to be a substantial improvement over
previous attempts to solve spatial stress problems by the
use of photoelastic models and, in a large number of cases,
apvears to be the only method thus far desveloped that will
provide a solution in a convenient manner,
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In the solution of the case of the beam in simple
bending, as analyzed by the method outlined in the paper,
the sagreement with accepted beam theory was within 5.5 per-
cent, HNo basic assumptions are made in developing the the-
ory other than those already well established in plane pho-
toelastic procedure, : -

Persons should familiarize themselves with the elemen-
tary phenomena associated with the scattering—of 1ight boe-
fore attempting exporiments by this method.

It may at times be desirable to sudbmit to =ome of the
disadvantages of the fixation method and, having "frozea!
a2 stress system inioc'a model, to examine it Dby the methods
descrlibed in thls vaper. The tengion model used in this
investization was so treated.

The princlpal stresses at a free boundary may be in-
dividually measured since the stress perpendicular to such
a boundary. vanishes and the other two stregses lie in the
tangont—olane. If the direction vf the light 1s made par—-
allel to this tanzent plane, the model may be rotated ahout
& point 1n the tanmgent nlane untll the maximum and the min-
imum fringe swmacings are obtained. These spacings will
Zive the separate priuncipal stress values.

Many problems suzgest themselves as sultable sudbjects
for investigation. Certainly stress concentrntions in
three~dimensionnl systems shouwld be thorousgshly ecxplored,
vrarticularly in connection with torsional stresses. It
also seems vosgible that some of the vprodlems which have
been treatwd as two-dimensional ones in the past may not
in fact be two-dimensional and that more accurate rosulte
could be obtained dy the sugsested method.

Langley Memorial Aeronautical Laboratory,
National Advisory Commitiee . far Aeronautics,
Langley Fisld, Va., Octodber 26, 19329,



N.A.C.A. Technical Note No. 7347 13
REFERENCES

Weller, R.: & HMew Method for Photoelasticity in Three
Dimensions. Jour. Appl. Phys., vol. 10, no. 4,
April 1939, p. 286. - e

Hetényi, M.: The Fundamentals of Three~Dimensional
Photocelasticity. Jour. Appl. Mech., vol. 5, no. 4,
"Dec. 1938, vpp. A-149 - A-155, ST -

Coker, E. G., and Filon, L. N, G.: A Treatise on Photo-
Elasticity. OCambridge Univ. Press, 1931,

Riggs, Norman C., and Frocht, Max M.: Strength of
Materlials. The Ronald Press CGo., 1838, ch. 13.

Mindlin, Raymond A.: A Review of the Photoelastic
Method of Stress Analysis. Jour. Appl. Phys., vol,
10, no. 4, Anril 1939, pp. 222-241 and vol. 10, no.
5, May 1939, pp. 273-294, S ST

Lee, G. H., and Armstrong, C. W.: Effect of Tempera-
ture on Physical and Optical Properties of Photo- _
elastic Materials. Jour. Appl. Mech., vol. 5, no.
1, March 1938, pp. A-11 - A-12. ' T

Wood, Robert W.: Physical Optics. The Macmillan Co.,
1919, ch, XXII. : S -



e

Data on Cross Section of Bakelite

N.A.C.A,

Technical Note ¥o.

TABLE I

BT-61-893 RBeam, Correctly Cut

737

14

Position of Pogition .
dark fringes |of frincesg Str:is Frlnfe St;g:s
on negative in model location | spacing va s
(in.) (in.) (in.) (in.) (1b./=q. in.)
0.524 0
N.010 0,019 4,500
. 534 .Cle
.032. .027 3,150
«548 . 046
.060 Q27 3,150
«562 .073 .
. 089 031 2,750
.578 .104
.122 L0237 2,300
.59% « 141
162 .042 2,000
619 .183
. 206, . 043 1,750
844 232
277 .090 g50
.891 .322
Cent erline of model
. 758 452
.488 073 1,150
. 796 .525
«550 .050 1,700
.822 575
.595 .041 2,050
.843 616
.532 .032 2,650
«860 .648
.662 .028 3,050
.874 676
+690 .028 3,050
.890 . 704
. 718 .029 2,950
.904 . 733
edge .91l2 . 749
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Figure 5.~ Bchamstio d:.a.gra.ﬁ of polariscope.

L8 ON ©30K TWOTUWUOS] ¥ 0'Y'N

gfg-edyg



- '-..'*--‘(-ll' :‘

Hgure 3.- Genersl view of apparatus showing location of polariscops, tank, modal, and camera,
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Figure 6.~ Loading fixture.

Figure 10.- Beam stress plotted

from values in table I
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Fgure 7.- Loading fixture with model in place.
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(b) Half bending load.
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Figure B8.- Stress patterns in a Bakelite beam showing initial stress
resulting from an edge that has been exposed during curing.
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Figore 9.- Bending stress pattern in correctly cut beam,
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Figure 11.- Beanm with verticsl hole, cepter section stresd patiarn.
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Figurs 12.~ Bean with vertical hole, adge section siress pattern.
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